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Operating Double Hung: 47.5” x 83.5” Frame Size  
AIR INFILTRATION…..0.13/0.11 

WATER……………………NO LEAKAGE @ 7.52 PSF 

STRUCTURAL…………..LC-PG50 (+55/-55) 

Operating Double Hung: 59.5” x 107.5” Frame Size  
AIR INFILTRATION…..0.13/0.13 

WATER……………………NO LEAKAGE @ 4.50 PSF 

STRUCTURAL…………..LC-PG30 (+30/-45) 

 

 

 

 

Pictured: Westchester Double Hung, 
(Right) Ultra coat black interior 
                   

Values represent insulated glass units using standard black warm edge spacer. Additional glazing options available.  

 

For a comprehensive list of glazing configurations, please refer to the Clad Westchester Double/Single Hung Product 
Performance Guide (NFRC) located in the Technical Resources Library on our website.  
 

Picture Unit: 71.5” x 107.5” Frame Size  
AIR INFILTRATION…..0.02/0.01 

WATER……………………NO LEAKAGE @ 7.52 PSF 

STRUCTURAL…………..LC-PG50 (+55/-55) 

 

 

 

 

 

Old world design meets modern day performance.  The design of the Westchester Double Hung is historically 

driven with it’s narrow checkrail, stiles, and wide bottom rail, while maintaining the modern conveniences of 

hidden tilt latches, effortless operation, and superior performance in low maintenance finishes. With a 

complete product offering including operating double and single hung, picture, and transom configurations, 

the Westchester Double Hung is sure to fill any niche.  
 

Standard Construction:  
• Frame is 5/8” thick with 0.063” thick exterior cladding with integral nail fin, 

mitered corners that are mechanically fastened.  

• Sloped sill fabricated with 0.078” thick extruded vinyl with aluminum clad 

exterior and wood interior. PVC endcap water management system with 

integral angled installation leg. 

• Full 1-3/4” thick sash with stiles and rails slot and tenon joined; Checkrail 

joined using dovetail and thermally broken with fiberglass interlock. Narrow 

2” stiles and upper sash top rail, 1-1/2” checkrail, and 3-3/8” bottom sash rail.  

Stiles run through the bottom and top rails. 3/4” and 1” glass thickness.  

• Removable tilt in sash operated with concealed constant force balances and 

hidden tilt latches in the sash stiles. 

• Lock and latches operated with single combination lock and tilt mechanism.  

• Standard, innovative, narrow profile, removable Flexscreen. 

 

 

 

 

 

 

 
 

 

Performance Data: 

 
 

 

  

 

Thermal Performance (NFRC):  

MINIMUM / MAXIMUM FRAME SIZES 
Additional sizes may be available upon request and approval. 

WESTCHESTER DOUBLE/SINGLE HUNG WESTCHESTER PICTURE WESTCHESTER TRANSOM 

Minimum Frame Width 17-1/2” Minimum Frame Width 17-1/2” Minimum Frame Width 15-1/2” 

Minimum Frame Height 35-1/2” Minimum Frame Height 35-1/2” Minimum Frame Height 35-1/2” 

Maximum Frame Width 59-1/2” Maximum Frame Width 83-1/2” Maximum Frame Width 95-1/2” 

Maximum Frame Height 107-1/2” Maximum Frame Height 107-1/2” Maximum Frame Height 35-1/2” 

 Maximum Sq/Ft 56 Maximum Sq/Ft 24 

Air Filled Argon Filled 

  
Low-E 272 Clear Low-E 366 Triple IG 

(LE272/LE180/LEi89) 
Low-E 272 Clear Low-E 366 Triple IG 

(LE272/LE180/LEi89) 
U-FACTOR……0.31  U-FACTOR……0.31 U-FACTOR……0.24 U-FACTOR……0.28 U-FACTOR……0.28 U-FACTOR……….0.21 
SHGC…………0.28 SHGC………...0.20 SHGC……………0.26 SHGC…………0.27 SHGC………...0.20 SHGC……………0.26 
VT………………0.49 VT……………..0.46 VT………………...0.44 VT………………0.49 VT……………..0.46 VT………………..0.44 
CR…..............53 CR………………54 CR………………..51 CR…..............57 CR………………57 CR………………..55 
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Additional product details may be found on our website www.sierrapacificwindows.com/ProfessionalResources/TechnicalLibrary 

Westchester Double Hung / Single Hung 

Additional Features 

• Color Palette of 75 colors in powder coated AAMA 2605 finish. 

Some design collections only available in AAMA 2604.  

• Extensive offering of performance glass available using black warm 

edge or Cardinal XL Edge spacer for optimum efficiency.  

• Simulated Divided Lites available in 5/8”, 7/8” and 1” Putty; 5/8”, 

7/8”, 1”, 1-1/4” and 2” Traditional and Contemporary.  

• Grilles-Between-Glass available in 5/8” flat and 11/16” contour. 

• 60/40, 40/60 or custom venting splits.  

• Optional roll formed or extruded full or half framed screens. 

 
 
Please visit our website www.sierrapacificwindows.com for 
additional details or to contact your nearest Sierra Pacific Branch or 
Dealer location. 

 

Clad Westchester Double Hung 
Operating  

Clad Westchester Double Hung 
Picture  

Clad Westchester Double Hung 
Transom 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

OPERATING DOUBLE HUNG  
6-9/16” JAMB 

HEAD & SILL DETAIL 

Place Business Card or 

Company Information Here 

Typical configurations shown. Contact us for additional options. 

OPERATING DOUBLE HUNG  
4-9/16” JAMB 

HEAD & SILL DETAIL 

DOUBLE HUNG PICTURE  
4-9/16” JAMB 

HEAD & SILL DETAIL 
DOUBLE HUNG TRANSOM  
4-9/16” JAMB 

HEAD & SILL DETAIL 

TRANSOM STACKED OVER 
OPERATING DOUBLE HUNG 
 

MULL DETAIL 

OPERATING DOUBLE HUNG  
4-9/16” JAMB 

JAMB DETAIL 

LOCKING/OPERATING HARDWARE  

Twelve Available Finishes:  
White, Champagne, Bronze, Bright Brass, Brushed Chrome, Polished 

Chrome, Antique Brass, Oil Rubbed Forever Bronze, Chestnut Bronze, 

Matte Black, Satin Nickel, Satin Brass 

Bright Brass Matte Black 

OPTIONAL LIFT HANDLES  

 

Finger Lift 

Cabinet Handle 

OPTIONAL CUSTODIAL LOCK FEATURE 

SET SCREW 

http://www.sierrapacificwindows.com/

